




RAUGEO PE-RC AND PE 100 PROBES
NEW GENERATION OF POLYETHYLENE PROBES

REHAU’s new generation of ground-source probes 
are made of PE-RC, which stands for Polyethylene 
Resistant to Crack. It is defined as an advanced non-
cross linked polyethylene, characterised by longer 
lateral chains compared to PE 100.  These create an 
increased resistance to stress cracking and puncture 
loads (Full Notch Creep Test > 3,300h). All the other 
properties of PE-RC are the same as conventional 
PE 100 (temperature resistance, requirement for 
welded connections).

All REHAU PE-RC and PE 100 probes are factory 
welded to the German SKZ HR 3.26 probe standard 
(externally monitored) and come complete with SKZ 
certification on every probe. 

The probe tip includes vertical ribbing and is ar-
rowed for a safer installation. This ribbing provides 

more secure mechanical protection for the welded 
probe tip. 

RAUGEO probe weights are available in 12.5kg and 
25kg options and can be used with single-U or dou-
ble-U probes. The same weight is used for all 3 pipe 
materials and is easy to install.

Probe Dimensions Length (m)

32mm x 2.9mm 50-150

40mm x 3.7mm 60-300

Available diameters for PE-RC and PE 100 probes:
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Underfloor Heating

RAUGEO Manifold Chamber RAUGEO PE-Xa Helix Probe

Coaxial probes for geothermal radial drilling

RAUGEO Modular Manifold

RAUVITHERM PE-Xa Pre-Insulated Pipe




